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EQUIPMENT LIST

B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
ITEM
NO. DESCRIPTION QUANTITY
8020 VIDEC DETECTION CAMERA. 4 EA

802l PRE MANUFACTURED CAMERA TO CONTROLLER 3 EA
(250" LENGTH) CABLE

g022 PRE MANUFACTURED CAMERA TO CONTROLLER [ EA
(500’ LENGTH) CABLE
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VIDEQ CAMERA LEGEND
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STREET TRAFFIC STUDIES, LTD.

GENERAL NOTES ; - g , _ .
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1. VIDED CAMERA LOCATION /7 ALIGNING SHALL BE COORDINATED WITH |
THE SHA ENGINEER. ' i 3
? L Fax (440} 590-6657 .
2. THE CONTRACTOR SHALL CONTACT SHA TO SCHEDULE RETROFITTING OF Z i g 4687K.dgn =-"j N
§ i

THE CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDED DETECTION . e - ;

EQUIPMENT. _
NOTES:

3, THE COMTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL VIDEOC | E
DETECTION CAMERA CABLES TO THE APPROPRIATE TERMINALS AND £y i ; 3
PROPERLY LAREL FACH CABLE 3D THAT SHA FORCES CAN MAKE THE FINAL CONNECTIONS. ; }“r; : 1. Pt‘-oposgd pavement markings will beinstalled by others.
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D SIGNAL CABLES SMALL BE REMODVED AND DISPOSED.
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